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Stake, place carefully to prevent damage to distribution pipe.
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AutoCAD SHX Text
Tree canopy

AutoCAD SHX Text
Tree trunk

AutoCAD SHX Text
Adjacent surface treatment
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Outlet pipe sealed to kerb
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Inlet pipe sealed into and flush with kerb
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Inlet pipe alignment. Refer self watering street tree guideline (Water by Design 2016).

AutoCAD SHX Text
Inlet pipe sealed into and flush with kerb

AutoCAD SHX Text
In-situ soil

AutoCAD SHX Text
%%UPlan

AutoCAD SHX Text
%%UInlet and kerb detail

AutoCAD SHX Text
%%UAlternate inlet and kerb detail

AutoCAD SHX Text
NOTES:  1. Use standard fittings for all connections including joining lengths of pipe. Use standard fittings for all connections including joining lengths of pipe. 2. All dimensions in millimetres All dimensions in millimetres 
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Distribution pipe sealed to inlet pipe
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Mulch, generally 75 thick. Finished 25 below adjacent.
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Inlet pipe sealed into and flush with kerb
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Edging if specified. Refer note 1.
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Place the tree so that the top of the rootball is 20 below the adjacent FSL.
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Distribution pipe. Flexible corrugated, perforated or rigid slotted as specified.
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If specified for aggressive tree roots, use root barrier or approved material.
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